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DB/1N DBLOCK / NEW UNIPOLAR SERIES UL CERTIFIED
•  80, 125, 160, 250, 400, 500 A distribution blocks 
• Versions available with 6, 7 or 11 outputs (see table)
• Wire entry facilitated by chamfered entry holes and 

clamping screws
• Terminals maintain excellent stability of the
 connection over time
• Tested in accordance with UL1059 Standard
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•  Connection can be 
expanded through de-
dicated DJ160 unipolar 
jumpers (can be used 
for types DB125-7/1N 
and DB160-7/1N)

Type N°
inputs

Connecting 
Capacity

in
mm2 

N°
outputs

Connecting
 Capacity

out
mm2

IEC® 60947-7-1 UL® 1059 Allowable short 
duration fault 

current
 (Icw)

Maximum 
allowed peak 
fault current

(Ipk)

Self Extinguishing
Specification

Dimensions 
mm

Weight
g Quantity

Nominal
voltage

Nominal
Current

Nominal
voltage

Nominal
Current

DB80-6/1N 1    6÷16 6 
(4+2)   

(4) 2,5÷6
(2) 2,5÷16 1000 V 80 A 600 V 85 A 3 kA 22 kA V-0 (UL 94) 66x27xh46 70 5

DB125-7/1N 1    10÷35 7
(6+1)    

(6) 2,5÷16
(1) 6÷16 1000 V 125 A 600 V 150 A 4.2 kA 30 kA V-0 (UL 94) 77x29xh46 142 5

DB160-7/1N 1    10÷70 7
(6+1)    

(6) 2,5÷16
(1) 6÷16 1000 V 160 A 600 V 200 A 11.8 kA 30 kA V-0 (UL 94) 77x29xh46 136 5

DB250-11/1N 1    35÷120 11
(2+5+4)    

(2) 6÷35 
(5) 2,5÷16
(4) 2,5÷10

1000 V 250 A 600 V 255 A 24.5 kA 51 kA V-0 (UL 94) 96x46xh50 423 3

DB400-11/1N 1    95÷185 11 
(2+5+4)      

(2) 6÷35 
(5) 2,5÷16
(4) 2,5÷10

1000 V 400 A 600 V 335 A 24.5 kA 51 kA V-0 (UL 94) 96x46xh50 402 3

DB500-11/1N 1    max 8x24 mm
Flex. Busbar

11 
(2+5+4)      

(2) 6÷35 
(5) 2,5÷16
(4) 2,5÷10

1000 V 500 A 600 V 335 A 24.5 kA 51 kA V-0 (UL 94) 96x46xh50 388 3
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